


DESIGN/CONSTRUCTION PHYSICAL FITNESS CENTER         W911KB-04-R-0041 
ELMENDORF AFB, AK 
 
AMENDMENT R0003 
 
 
General Clarifications for questions dated 9 Aug 04: 
 
1. Air handling unit – Technical Specification section 01010 2.6.12.D 
 
Response – Penthouse type of unit as described in paragraph section 01010-2.6.12.D.1 is 
acceptable.   
 
2. Air Handling Units -  Technical Specification section 010101 2.6.12.E.  
Specification calls for "all" ventilation equipment to be installed on the warm side of the 
facility. 
 
Response: Paragraph 01010-2.6.12.E.1 applies only to the duct work.  Supply or 
return ducts shall not be run on the cold side of the facility. 
 

3. Will the user allow the use of exterior roof mounted air handling units, 
constructed for outdoor installation? These units would be installed on the cold side of 
the building.  

Response:    Penthouse type of unit as described in paragraph section 01010-2.6.12.D.1 is 
acceptable.  Paragraph 01010-2.6.12.E.1 applies only to the duct work.  Supply or return 
ducts sha ll not be run on the cold side of the facility. 

 
General Clarifications for questions dated 10 Aug 04: 
 
1. Future Boilers: 
 
Question: What is the heating capacity allowance for the future addition? 
 
Response:  None.  The future addition will have a separate mechanical room. 
 
Question:  Are the three boilers each sized at 1/2 the load for the entire facility (Existing 
and Future) 
 
Response: A new gas-fired boiler room is being provided for this facility under a 
separate ESPC base wide contract and is not a part of this project.  The new boiler room 
will be sized only for the existing facility.  The future addition will have its own stand-
alone heating system.  The new gas-fired boilers will replace the existing steam-fired 
boilers and interface with the existing system.  See information on the new gas-fired 
boiler room in appendix 4.  The boilers are designed at 160% of the calculated existing 
building load. 



 
Question: What type of boiler is basis of design?  
 
Response: Standard 
 
Question:  Well concept for combustion air an relief air does not appear to meet force 
protection requirements per Appendix 7, 10 feet above ground? 
 
Response: Thank you, this will be re-considered. 
 
Question:  Boiler layout does not allow for 3-foot clearance requirement per 2.6.3.D.2.  
Will this be acceptable? 
 
Response: Thank you, this will be re-considered. 
 
2 Customary units are called out in 1.5.2 C, metric called out in 2.6.3. A, Assume 
standard okay, please confirm. 
 
Response: Imperial units (customary inch-pound) are acceptable. 
 
3 Snow melt: 2.4.4.D.2 calls for snow melt on the ramp, 2.6.11.A calls for sidewalk, 
stair & ramp, is there a site plan showing sidewalk area? 
 
Response: Use drawings C1.0 and A2.1 for sidewalk and ramp/stair configuration. 
 
4  Air handling unit descrip tion in 2.6.12.D.1 appears to describe a roof mounted 
unit as described by roof , gutters, service vestibule.  Paragraph E.1 precludes this type of 
unit, "warm side of facility". is a penthouse acceptable? 
 
Response: Penthouse type of unit as described in paragraph section 01010-2.6.12.D.1 
is acceptable.  Paragraph 01010-2.6.12.E.1 applies only to the duct work.  Supply or 
return ducts shall not be run on the cold side of the facility. 
 
5 Are heating coils for gym units to be sized with capacity equal to existing ? 
Piping is not being replace.  Or is coil to be replaced with 2 coils at 65% capacity per 
2.16.12.G.1? 
 
Response: Heating coils in existing units that are to remain may be replaced with new 
coils that match the existing capacity.  Paragraph 01010-2.6.12.G.1 applies to new air 
handling units. 
 
6 Fire alarm system 2.8.5.C1e mentions operations of "smoke control system."  Is 
there a smoke control system?  Of does this refer to control of smoke/fire dampers? 
 
Response: The reference in this statement is regarding fire/smoke dampers and 
logically extends to the shutdown of air handling units and any door release mechanisms.  



 
 
General Clarifications for questions dated 11 Aug 04: 
 
1. Question: Section 01010, paragraph 2.7.7.A states "extend the Base primary 
(primary #46) distribution system....".  This appears to be an overhead primary line.  
Paragraph 2.7.12.A states "intercept the existing underground primary running from the 
old BX building and to serve...".  These two statements appear to be in conflict.  Please 
clarify. 
  
Response: Provide a new service and new pad mount transformer of adequate capacity to 
serve the facility, including a future 3251 square meter (35,000 square foot) 
addition.  There is an underground lateral from existing Base primary (Primary #46) 
currently serves both the old BX building (Base Exchange - Building 9497) and the 
Fitness Center building.   
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